


SPECIFICATIONS 

Optical

		  Red Peak Efficiency Wavelength		  615 nm
		  Green Peak Efficiency Wavelength		  540 nm
		  Blue Peak Efficiency Wavelength		  465 nm
		  Total Operating Wavelength Range:		 450 nm to 650 nm

Electrical

		  Supply Voltage				    5.0V
		  Supply Current				    120 mA

		  ICT Interface					     20 pin connector
								        Addressable Channels
								        3 Frequencies for Color, Saturation* and 
								        Intensity
		
		  Serial Interface				    RS232-C Compatitable

		  Output Data Format				    Color (Frequency): 1 – 100 KHz
 								        Saturation* (Frequency): 1-100KHz
								        Intensity (Frequency): 1 – 100 KHz

Physical

		  Board Dimensions				    140mm x 29mm x 30mm 
		  Fiber Length					     0.6m	
		  Fiber Diameter				    1.0mm including cladding
		  Number of Fibers				    20, 10
		  Minimum bend radius of Fiber		  15mm
		  Operating Temperature Range		  0˚C to +50˚C

Accuracy           

		  White						      X = ± 0.0015, Y= ± 0.0015
		  Red (630nm)					     ± 3nm
		  Green (540nm)				    ± 4nm
		  Blue (630nm)					    ± 3nm
	
Ordering Information 

		  Feasa ICT 20 Channel             		  Part No.: Feasa 20-I
		  Feasa ICT 10 Channel             		  Part No.: Feasa 10-I
		  Feasa Optical Heads                		  Part No.: OH-1
		  Feasa Optical Heads (with Fiber Holder)	 Part No: OH-3
		  Feasa Serial Cable            			   Part No.: Feasa S-1 (FOC)

		
		  * Saturation is a measure of the whiteness of a LED.
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